
38 A S I M E T O  E u r o p e  C a t a l o g  2 0 2 0 / 2 0 2 1

Tiefen-Messschieber mit Doppelhaken
Depth caliper with double hook 

Abmessung / Dimension

Messbereich Genauigkeit Best.-Nr.

Range Accuracy Code No.

0-150mm ±0.05mm 323-06-7

0-200mm ±0.05mm 323-08-7

0-300mm ±0.08mm 323-12-7

Messbereich L a b c d

Range mm mm mm mm mm

0-150mm 250 100 5 7 10

0-200mm 300 100 5 7 10

0-300mm 400 100 5 7 10

Messbereich Genauigkeit Best.-Nr.

Range Accuracy Code No.

0-150mm ±0.05mm 331-06-2

0-200mm ±0.05mm 331-08-2

0-300mm ±0.08mm 331-12-2

Messbereich L a b c d

Range mm mm mm mm mm

0-150mm 230 100 5 2 14,5

0-200mm 280 100 5 2 14,5

0-300mm 380 100 5 2 14,5

T i e f e n - M e s s s c h i e b e r  /  D e p t h  c a l i p e r s

T E C H N I S C H E  D A T E N  /  S P E C I F I C A T I O N S
d i g i t a l

T E C H N I S C H E  D A T E M  /  S P E C I F I C A T I O N S
n o n i u s  /  v e r n i r

A U S F Ü H R U N G
• Aufl ösung:

digitale Modelle:  0.01mm / .0005“ 
nonius Modelle:  0.05mm

• Mechanische Modelle .001”/0.05 mm
• Die hakenartigen Messfl ächen eignen sich zum Messen 

von  Innen- oder Aussennuten
• Die Schiene der mechanischen Modelle hat auf beiden Seiten Skalen 

und kann somit auch umgedreht werden.
• Gehärtete Basis und Messfl ächen

S T A N D A R D  Z U B E H Ö R
• Batterie
• Garantiekarte, Bedienungsanleitung, Prüfschein

F E A T U R E S
• Resolution:

Digital models:  0.01mm / .0005“ 
Vernier models:  0.05mm

• The hooked measuring surfaces are used for measurement of internal 
or external grooves and other intricate work piece characteristics

• The main beam is double sided with dual scales, and is able 
to be reversed in the slider for measurement fl exibility 

• The base and measuring faces are hardened and precision ground

S T A N D A R D  A C C E S S O R I E S
• Battery
• Warranty card, instruction manual, test certifi cate

323-06-7

331-08-2


