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Magnet Ständer mit mechanischer Zentralklemmung  
Magnetic base with dovetail clamping mechanism    

Haftkraft Magnetfuß Main Stem Sub Pole Best.-Nr.

Magnetic Power Magnetic Size Dia. Length Dia. Length Hole Slot Code No.

80  kg 60x50x55mm Φ12mm 180mm Φ10mm 160mm Φ3/8”/Φ8mm 6.5mm 604-01-0

A U S F Ü H R U N G
•	 Halterungsmechanismus für Fühlhebelmessgeräte und 8 mm Einspannschaft
•	 Der Magnet wird durch einen Drehschalter an- oder ausgeschaltet.  
•	 Prismatische Sohle
•	 Mit Feineinstellung

F E A T U R E S
•	 Accepts test indicators with dovetail clamping mechanism
•	 Dial gauges with either 3/8 inch, 8mm diameter stem or lug back  

can be securely held.
•	 New design offers increased magnetic holding force of the base  

and ultimate rigidity of the arm locking mechanism.
•	 The rotary knob switches natural magnet on or off.
•	 The precision ground base surfaces provide a V design for cylindrical parts or a 

flat surface for attaching to the machine table.

T E C H N I S C H E  D A T E N  /  S P E C I F I C A T I O N S

Magnetfuß
Magnetic base

Haftkraft Maße Gewinde Best.-Nr.

Magnetic Power Size Thread Code No.

60kg 60x50x55mm M8 600-01-1

A U S F Ü H R U N G
•	 Permanent-Magnet
•	 Der Magnet wird durch einen Drehschalter an- oder aus geschaltet.  
•	 Prismatische Sohle

F E A T U R E S
•	 Permanent magnet with on/off switch
•	 Prismatic base

T E C H N I S C H E  D A T E N  /  S P E C I F I C A T I O N S

Magnet-Gelenkstativ
Articulating arm magnetic base		

Haftkraft Magnet Gesamthöhe Einspannschaft Aktionsradius Best.-Nr.

Magnetic Power Magnetic base Height Slot Working Angle Code No.

30 kg 36x30x35mm 195mm 6.5mm 1500 602-01-1

80 kg 60x50x55mm 350mm 6,5mm 1500 602-02-1

A U S F Ü H R U N G
•	 Halterungsmechanismus für Fühlhebelmessgeräte und 8mm Einspannschaft
•	 Der Magnet wird durch einen Drehschalter an- oder aus geschaltet
•	 Mit mechanischer Zentralklemmung
•	 Prismatische Sohle
•	 Mit Feineinstellung

F E A T U R E S
•	 With central locking, fine adjustment
•	 Accepts test indicators with dovetail clamping mechanism
•	 Dial gauges can be held with 8mm diameter stem
•	 The precision surfaces and the bottom V are securely fastened to the ferrous work piece or 

machine table when the rotary knob is in the on position
•	 Permanent magnet with on/off switch
•	 Prismatic base

T E C H N I S C H E  D A T E N  /  S P E C I F I C A T I O N S

602-02-1

M a g n e t  S t ä n d e r  /  M a g n e t i c  b a s e


