Test weights and boxes

Class E1
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Milligram weights, wire shape Individual weights, knob shape Wooden box, for milligram weights
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Plastic box, lined,
for individual weights
<50g

Plastic box, lined,
for individual weights
>2100g
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Wooden box, lined,
for individual weights = 1 kg

Wooden box, lined,
for individual weights <500 g

(308-42) protected box,

lined (308-426)

188  Test weights

Milligram weight Milligram weight Plastic case, lined,
set in plastic box set in aluminium for weight sets, compact shape/
knob shape

Aluminium protected case, lined,

for weight sets, knob shape sets, knob shape

Wooden case, lined, for weight

Order Hotline: Go to back page of catalogue



Test weights class E1

Class E1 - Milligram weights, wire shape

Test weight material: stainless steel

Weight Tol +/- mg | Milligram weight, Plastic box Aluminium Wooden box DAKKS certificate
wire shape protected box
.

KERN KERN . KERN E KERN [\ KERN
1mg 0,003 [308-31 347-009-400 317-009-600 338-090-200 962-251
2mg 0,003 [308-32 347-009-400 317-009-600 338-090-200 962-252
5mg 0,003 [308-33 347-009-400 317-009-600 338-090-200 962-253
10 mg 0,003 [308-34 347-009-400 317-009-600 338-090-200 962-254
20 mg 0,003 [308-35 347-009-400 317-009-600 338-090-200 962-255
50 mg 0,004 [308-36 347-009-400 317-009-600 338-090-200 962-256
100 mg 0,005 |308-37 347-009-400 317-009-600 338-090-200 962-257
200 mg 0,006 |[308-38 347-009-400 317-009-600 338-090-200 962-258
500 mg 0,008 |308-39 347-009-400 317-009-600 338-090-200 962-259

Class E1 - Individual weights, knob shape

Test weight material: stainless steel polished

Weight Tol +/- | Individual weight, Plastic box Aluminium Wooden box DAKKS certificate DAKKS certificate
mg knob shape protected box Initial calibration* Recalibration
N~
KERN KERN . KERN E KERN [\ KERN KERN

1g| 0,010 |307-01 317-020-400 317-010-600 317-010-100 963-231 962-231R
2g| 0,012 |307-02 317-020-400 317-020-600 317-020-100 963-232 962-232R
5g| 0,016 |307-03 317-030-400 317-030-600 317-030-100 963-233 962-233R
10g| 0,020 | 307-04 317-040-400 317-040-600 317-040-100 963-234 962-234R
20g| 0,025 | 307-05 317-050-400 317-050-600 317-050-100 963-335 962-235R
50g| 0,030 |307-06 317-060-400 317-060-600 317-060-100 963-236 962-236R
100g| 0,050 |307-07 317-070-400 317-070-600 317-070-100 963-237 962-237R
200g| 0,100 |307-08 317-080-400 317-080-600 317-080-100 963-238 962-238R
500g| 0,250 | 307-09 317-090-400 317-090-600 317-090-100 963-239 962-239R
1kg| 0,500 |307-11 317-110-400 317-110-600 317-110-100 963-241 962-241R
2kg| 1,000 |307-12 317-120-400 317-120-600 317-120-100 963-242 962-242R
5kg| 2,500 |307-13 317-130-400 317-130-600 317-130-100 963-243 962-243R
10kg| 5,000 |307-14 317-140-400 317-140-600 317-140-100 963-244 962-244R
20 kg| 10,000 | 307-15 - 317-150-600 317-150-100 963-245 962-245R
50 kg| 25,000 |307-16 - 317-160-600 317-160-100 963-246 962-246R

* For E1 weights > 1g at the point of initial calibration, a volume determination will be carried out in accordance with OIML:R111.
When recalibrating, this is not required.

Class E1 - Weight sets, knob shape

Test weight material: stainless steel polished

Weight set Knob shape Knob shape in alu- | Knob shape DAKKS certificate DAKkS certificate
in plastic case minium protected in wooden case Initial calibration* Recalibration
case
— W
KERN KERN E KERN m KERN KERN
1 mg-500 mg 308-42 308-426 962-250 962-250R
1mg-50g 303-024 303-026 303-02 963-201 962-201R
1mg-100g 303-034 303-036 303-03 963-202 962-202R
1mg-200g 303-044 303-046 303-04 963-203 962-203R
1mg-500g 303-054 303-056 303-05 963-204 962-204R
1mg-1kg 303-064 303-066 303-06 963-205 962-205R
1mg-2kg 303-074 303-076 303-07 963-206 962-206R
1mg-5kg 303-084 303-086 303-08 963-207 962-207R
1mg-10kg - 303-096 303-09 963-208 962-208R
1g-50g 304-024 304-026 304-02 963-215 962-215R
1g-100g 304-034 304-036 304-03 963-216 962-216R
1g-200g 304-044 304-046 304-04 963-217 962-217R
1g-500¢g 304-054 304-056 304-05 963-218 962-218R
1g-1kg 304-064 304-066 304-06 963-219 962-219R
1g-2kg 304-074 304-076 304-07 963-220 962-220R
1g-5kg 304-084 304-086 304-08 963-221 962-221R
1g-10kg - 304-096 304-09 963-222 962-222R
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