
Diameter Order no.

mm  

10 4717030

11 4717031

12 4717032

13 4717033

14 4717034

15 4717035

16 4717036

17 4717037

18 4717038

19 4717039

20 4717040

21 4717041

22 4717042

23 4717043

24 4717044

25 4717045

26 4717046

27 4717047

28 4717048

29 4717049

30 4717050

31 4717051

32 4717052

33 4717053

34 4717054

35 4717055

36 4717056

37 4717057

38 4717058

39 4717059

40 4717060

41 4717061

42 4717062

43 4717063

44 4717064

45 4717065

46 4717066

47 4717067

48 4717068

49 4717069

50 4717070

51 4717071

52 4717072

53 4717073

54 4717074

55 4717075

56 4717076

57 4717077

58 4717078

59 4717079

60 4717080

61 4717081

62 4717082

63 4717083

64 4717084

65 4717085

66 4717086

67 4717087

68 4717088

 

FEATURES

• Wear-resistant special gage steel
• Hardened and lapped
• Manufacturing tolerance: 

 ± 1/2 IT 2
• Uncertainty of the actual size:  

1/2 IT 1 

• The ideal setting standards for 
the Marameter 840 F and 300 P 
indicating snap gage families

MarGage 390
Setting disc with tolerance class 
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