Digimatic Holtest Complete Unit Sets
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These are three-point internal micrometers that offer you the rivnian | S (H
— : following benefits: —
Low voltage alarm e Complete unit set. Z R 65
HOLD r o Titanium-coated measuring pins give you excellent durability and i i
impact resistance. N/
Data output o ¢ They also have excellent resistance against water and dust (IP65
S et protection level), allowing you to use this product in machining
Bipley LGB character height 7.5 situations th'at mclu@e splashing coglant fluid.
mm e Large LCD display with character height of 7,5 mm enables you to
Measuring pins Titanium coated tungsten read measurements easily.
carbide o With setting rings but without extensions.
(6-12 mm)
Titanium coated
hardened steel
(12-100 mm)
Taper: tungsten carbide
Power supply 1 battery SR-44
Battery life approx. 1,2 years
Delivered Including box, key, 1 Titanium coated measuring surfaces for durability

battery, setting ring,
certificate of inspection
(instruments only -
certificate of inspection
for setting rings not
included).

FOR EXTENS 040D

Optional accessories

05CZA662  Digimatic Cable with Data Button IP
Type, Tm, Micrometer Type 468-983
05CZA663  Digimatic Cable with Data Button IP
Type, 2m, Micrometer Type .
06AFM380B  USB Input Tool Direct (Digimatic USB), Measuring surfaces titanium coated. Carbide taper and contact points.

Digi/Digi2, With Data Button IP
Micrometer Type

02AZD880G  U-WAVE-T, Buzzer Type, Wireless 08 mm (177-125)

Transmitter 468-981 6-12 6-8,8-10, 10-12mm 0,001 mm  468-161/468-162 / 468-163 010 mm (177-126) 1160

02AZD730G  U-WAVE-T, IP67 Type, Wireless 016 mm (177-177)
Transmitter 468-982 12-25 12-16, 16-20,20-25 mm 0,001 mm  468-164 / 468-165 / 468-166 020 mm (177-286) 1290

02AZD790B  U-WAVE-T Connection Cable B, with 230 mm (177-288)
Data Button IP Micrometer Type 468-983 25-50 25-30, 30-40,40-50 mm 0,001 mm  468-167 / 468-168 / 468-169 040 mm (177-290) 1480
04AZB157  Holder for Micrometer Stand, for Series 468-984 50-75 50-63, 62-75 mm 0,001 mm 468-170 / 468-171 062 mm (177-314) 1270
468 468-985 75-100  75-88, 87-100 mm 0,001 mm 468-172 / 468-173 087 mm (177-318) 1990

156-101-10  Micrometer Stand, Adjustable Angle
Type, for Micrometer 0-100mm/0-4"
952322 Holtest, Borematic Extension 100mm,

e
6-12mm ’
952621 Holtest, Borematic Extension 150mm, =
12-20mm

952622 Holtest, Borematic Extension 150mm, Extension 04AZB157
20-50mm

952623 Holtest, Borematic Extension 150mm,
50-300mm

Consumable spares

938882 Battery SR44 1.5V

Holtest with optional accessories
Stand 156-101-10
Printer DP1-VA 264-505D
Holder 04AZB157
Cable 05CZA662
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All products to be sold to commercial customers. Product illustrations are without obligation. Product descriptions, in particular any and all 1 33
technical specifications, are only binding when explicitly agreed upon. For suggested retail prices, please refer to the separate price list. I u Oy/o




