Digimatic Caliper Jaw Inside Micrometers

Series 345 Functions Series 345
Auto Power OFF L]
The Digimatic Caliper Jaw Inside Micrometer offers you the following benefits: after 20 min. non use
e Carbide measuring faces lgowtv_altixige;l;rm :
H s o 2 . unction loc
e Asetting standard (optional) is needed to accurately set the micrometer to the reference point. DATAHOLD >
2 X PRESET ®
I I Data output @

Specifications

Scale Thimble and sleeve satin
chrome finish, 218 mm
Measuring spindle With spindle lock, spindle
1 pitch 0,5 mm
1 Measuring face Carbide tipped
£os ¢ Measuring force 1-6 N
Power supply 1 battery SR-44
Battery life 2,4 years
345-250-30 Delivered Including box, key, 1
battery.

Metric Optional accessories

No. Description

No. [mm] Maximum Permissible Error J MPE  Digital step lal 05CZA662  Digimatic Cable with Data Button IP
345-250-30 5-30 5 pm 0,001 mm 305 Type, 1m, Micrometer Type
345-251-30 25 -50 6 um 0,001 mm 310 05CZA663  Digimatic Ca_ble with Data Button IP
Type, 2m, Micrometer Type
06AFM380B  USB Input Tool Direct (Digimatic USB),
Digi/Digi2, With Data Button IP
R22 / R22 Micrometer Type
30 264-622 U-WAVE fit, IP67 Type, Wireless
- 37 02 i Transmitter for Micrometer
<l Wiad 264-623 U-WAVE fit, Buzzer Type, Wireless
Transmitter for Micrometer
- N 02AZF310  Connection Unit, U-WAVE fit,
™ - s Waterproof Type
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HIEE Consumable spares
No. Description
938882 Battery SR44 1.5V
345-250-30
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142 All products to be sold to commercial customers. Product illustrations are without obligation. Product descriptions, in particular any and all
I u oy/o technical specifications, are only binding when explicitly agreed upon. For suggested retail prices, please refer to the separate price list.




