Specifications

Accuracy EN ISO 3650

Steel 18-block set
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Inspection Certificate

All products to be sold to commercial customers. Product illustrations are without obligation. Product descriptions, in particular any and all
technical specifications, are only binding when explicitly agreed upon. For suggested retail prices, please refer to the separate price list.

Steel Gauge Blocks -
Thin Block Sets

Series 516
¢ Thin block set, 0,001 mm step, 0,05 mm step
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Ordering example: To order an ISO Standard 18-block grade 1
set with calibration certificate, choose No. 516-975-60.

Calibration
Certificate

Inspection
Certificate

0,001 | 9
0,001 |9

516-974
516-975
516-976
9 516-981
516-982
516-983
516-984
9 516-985
516-986
516-987
516-988
9 516-990
516-991
516-992

(Grade 0): -X0
(Grade 1): -X0
(Grade 2): -X0
(Grade K): -X0
(Grade 0): -X0
(Grade 1): -X0
(Grade 2): -X0
(Grade K): -X0
(Grade 0): -X0
(Grade 1): -X0
(Grade 2): -X0
(Grade 0): -XO 0,1-0,5
)
)

0,991-0,999

18
1,001 - 1,009

1,001-1,009 | 0,001 | 9

0,991-0,999 | 0,001 | 9

0,05 |9
(Grade 1): -XO
(Grade 2): -XO

Carbide Wear Block Sets Metric ISO Standard

Wear Block Sets Metric ISO Standard

This set is made up of two gauge blocks and offers you the following benefits:
o Wear-resistant even with frequent use of individual gauge blocks

e Corrosion-resistant

e No burrs caused by accidental mishandling

e Abrasion-resistant

¢ Dimensionally stable
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Protection gauge blocks (highlighted in grey above) are placed at each end of the
gauge block stack to absorb the wear caused by contact with workpieces.

Carbide 2-block set

516-807-10
516-806-10
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2 516-803-10
516-802-10
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