Horizontal ABSOLUTE Scale Measurement
Direction Switching

Functions ABSOLUTE’

ON/OFF This unit has an ABSOLUTE capacitive-type scale.

It offers you the following benefits:
¢ The ZERO point is set only once and is stored as the ABSOLUTE ZERO point until
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DA ¢ You can make the highest precision measurements even at the highest drive
PRESET speed.
e The display has large characters, making it easy to read.
Specifications
Digital step 0,01 mm
Max. response speed Unlimited

Optional accessories

905338 Digimatic Cable, Flat Straight Type, 1m

572-461
905409 Digimatic Cable, Flat Straight Type, 2m
905689 Digimatic Cable, Flat L-Shape Type, 1m Without diameter function, with reversible counting direction

e 1 1
905691 Digimatic Cable, Flat L-Shape Right

Type, Tm
905692  Digimatic Cable, Flat L-Shape Right 572 451 0 150 0 03 mm 4 270
Type, 2m 572-462 0-200 0,03mm 344 320 310
905693  Digimatic Cable, Flat L-Shape Left Type, 572-463 0-300 0,04 mm 444 420 370
m 572-464 0-450 004mm 6 233 594 570 146 760
905694 Digimatic Cable, Flat L-Shape Left Type, 572-465 0-600 005mm 6 232 774 750 146 900
2m 572-466 0-800 006mm 10 272 974 950 186 1710
06AFM380C  USB Input Tool Direct (Digimatic USB), 572-467 0-1000 0,07mm 10 272 1.174 1150 186 2040
Digi/Digi2, Straight, with Data Button
02AZD790C  U-WAVE-T Connection Cable C, i
Straight, with Data Button L .
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All products to be sold to commercial customers. Product illustrations are without obligation. Product descriptions, in particular any and all 41 7
technical specifications, are only binding when explicitly agreed upon. For suggested retail prices, please refer to the separate price list. I u Oy/o




